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CONSTRUCTION DETAILS

OFF-SITE ROADWAY IMPROVEMENTS
MD.20%1 & CHERRYWOOD LANE

DESCRIPTION

PROJECT

, ' wweer  [PCN: 11-ME—
A. Install 27 steel pole 15LIGHTING ARM . .. . . with 40'x 50’ mast ve® / CN ME—9>
arms, signals, and signs as shown. (Anchor bolts {¥4" X 30" . DRAN 8Y CKo. BY DATE
(-3" pvc Condult bend. 5 SED ITLE SIGNAL PLAN
B. Install base mounted controiler and cabinet with control and distribution CONSTRUCTION DETAILS o
equipment and conduit bends. (2-4" and 2-2"' PVC bends) ; TYPE CIVIL
c. install handhole. Zu" Z.Install 5° Yellow Double Lane line Tape. & . . 43
A/E
D. Install 4" PVC electrical condult schedule BO-trenched. < - AA. Remove Existing Marking (hatching) from Roadway for new 12° turn lane. NBER
, S BB. Instali Pavement Marking Arrow as shown. e SERTES SERUENCE
E. Instail 2 PVC electrical condult schedule 80-frenched. CC. Install 5" White Pavement Marking tape for lane line as shown. At conrmact | ° 03-3142-4-913
DD. Install Street name panel to existing wood post. ConsTRUETION =

EE INSTALL SHIELD ASSEMBLY ON EXISTING STEEL POLE
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F.lnstall 3" PVC electrical conduit schedule 80-trenched. ;5'
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GC. Install 5’ x 6’ loop detector. _ : Q

H. Proposed underground electrical service by Pepco.

I. install 24" white preformed pavement marking tape for stop-iine. _ / i @\~/
J. Install 3* PVC electrical condult schedule B80-bored (under existing pavemend). '
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K. Use existing handhole. “ 4
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M. Use existing Loop wire and Install new 2 conductor cable with spllce kit in ] »
handhole, re-route to new controller cabinet. / U / / // g ARCHITECTURAL STRUCTURAL MECHANICAL ELECTRICAL
| - St o Cs GNM & ASSOCIATES, INC.
. Remove and Dispose existing signal structure, signs, and signal heads r- =T ~ PROFESSIONAL TRANSPORTATION N CONSULTING ENGINEERS, ARCHITECTS & PLANNERS
] ' ’ | Do CONSULTANTS M 8630 FENTON STREET. SUITE 820
P. ExIsting overhead electrical service to be disconnected and removed by the power company. - Qj 12761 TURQUOISE TERRACE.SILVER SPRING, MD 20904 01 )Sfj;\éE_F;jF;Ré*:i-: '*:20?(;9;28_6656
TEL.* (301) 236-40I3
Q. Remove existing handhole cover/frame and cap any Abandon condult. ; . _ . . = _
R. Exlsting electrical conduit to be abandoned, when new confroller Is operational, then UTILITY LEGEND " REV;ELOSOS WIS APPROVAL S P MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
remove dall wiring from condult. | modlFloation \ /
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S. Use exlIsting steel pole signs, signal heads and street light. G G GAS MAIN HC | BZL [T AM LEAD D
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U. Install one Inch detector sleeve for lead-in cable. %\ i iEEEATLRIEAgﬁEEES AS%Q%‘ Q’E’TEDD MD 201 AT CHERRYWOOD LANE
V. Install slgn post with sign (R4-T7). CEOMETRIC LEGEND | [ I [ | | r$ | L0G MILE: 1602010792
CHIEF, TRABFIC E ERING DES DIVISION
W. Abondon exIsting condulft. | I | | | | | ORAWN BY: | AP NO. oL AN
X. Install 6'x30° Quadrupole Loop Detector. e s e EXISTING GEOMETRICS - CHECK BY: WA S HA. NO SHEET NO.: §  SHEET NO.
Y. Install Relocated shield Assembly Sign from ExIsting Signal pole to 4'x4” Wood post. PROPOSED GFOMETRICS _ . e o o TFe 5 S| scaLe: 1" =20’ COLNTY PRINCE GEORGE'S .TS—34OSB 1 o 2




